BAPUAHT KPEMNJIEHUA / FASTENING OPTION

m

s-l

6onT M8 / M8 BoLT

LLIAVBA M8 / MB WASHER
9 YronoK METAAMMYECKMIA / METALL CORNER
LLAABA M8 / M8 WASHER
PE3VHOBAA MPOKNAAKA / RUBBER GASKET

LIBETOBASl MAPKMPOBKA NMPOBO/OB / COLOR MARKING OF WIRES

YEPHbI NPOBO// BLACK WIRE

KPACHbIA CUTHAN / RED SIGNAL = 5
/ YEPHbIN MPOBO// BLACK WIRE

12 AC/DC

&y

INFOPARKING

CseTodop CBETOAMNOHBIN ABYX CEKLIMOHHbIN
Cepua MHOOCBET T8.3/12

BE/IbIA MPOBOA/ WHITE WIRE

ENEHBIA CUTH REEN SIGNAL =
3EN CUTHAN/ G SI6 BENbIA NPOBO/,/ WHITE WIRE

12 AC/DC

KOMMJIEKT NOCTABKU / PACKAGE

CBeTodOp CBETOAMOAHbIN ABYX CEKLMOHHBIN T8.3/12
Traffic Light Led two section T8.3/12

MeTanandeckuit yronok / Metal Corner

KomnneKT Kpeneska (6onT, waiba, pe3avHosas NpoKknaaKa)
Fixture set (bolt, washer, rubber laying)

MHCTpyKuma nonbsosatens / User Manual

[lononHuTenbHaa MHGopmauma:
- no TenedoHy: 8 (812) 981-07-63
- N0 371eKTpoHHOM noyTe: help@infoparking.ru

Technical support:

1 wr. /1 piece
2 wr. / 2 pieces
2 komnn. / 2 sets

1 wr. /1 piece

TEXHUYECKAA NOAAEPKKA / TECHNICAL SUPPORT

- by phone: 8 (812) 981-07-63
- by e-mail: help@infoparking.ru

Traffic Light Led two section
Series INFOSVET T8.3/12

MHCTpyKUMA noab3osaTens
USER MANUAL

CBETOAMOAHbIV ABYX CEKLMOHHBIN CBETODOP
T8.3/12 npeaHasHayeH 415 PeryimpoBaHmns
OBWKEHUA Ha BHYTPEHHUX TEPPUTOPUAX
nNpeanpuATUA, NapKMHrax, aBTOCTOAHKaAX,
aBTOMOMKaX B Ka4eCTBe CBETOCUIHA/IbHOTO
yCTpOWACTBa.

[aHHaa MoandUKaLmMa MMeeT KpacHbIN u
3e/1EHbIN LUBET CBEYEHMUA.

MepekayeHne ceKUMA MPOUCXOANT NYTEM
noJayn HanpsKeHWa NUTaHuA Ha
HEeoHXOAMMYIO CEKLMIO CBEYEHMS.

Onametp cekuunn — 100mm.

HomMnHanbHbIM ToK noTpebaeHns —0,2 A,

MUTAHUE CBETO®OPA - 12 sonbT
NOCTOAHHOrO TOKa

The LED two section T8.3/12 traffic light is
intended for regulation of the movement in
internal territories of the enterprises, parkings,
car washes as the light-signal device.

This modification has red and green color of a
luminescence.

Switching of sections happens by giving of
supply voltage on necessary section of a
luminescence.

Diameter of section — 100 mm.
Rated current of consumption —0.2 A.

POWER SUPPLY - 12 direct current

RUSSIA

SAINT-PETERSBURG
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